Wood framed chimney with flues ]

as per applionce manvfacturer.

Roofing shingles as selected by

owner on I5# roofing felt on '%45"
APA rated plynood sheathing (typ).

All valleys throughout to have a
minimum of 3'-0" ice and water shield
iInstalled over and 3'-O" past valley.

Gorage (Low) _

Exposed masonry to have 4" thick cement parging

Maintain a minimum of &" between

bottom edge of siding and grade

Continvous ridge vent (typical).

Provide spark screens. 7 \
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Siding as selected by onwner on Tyvek
building wrap on '%2" APA rated sheathing
secured to wall studs. Provide all trims as
required for proper installation.

FRONT ELEVATION

SCALE: J4'='-0"

Provide cricket behind
chimney. Flash and seal
to main roof and chimney.
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Wood framed chimney with flues / N\ o
os per cppliance marufacturer. AN
Provide spark screens. — —/\0
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o \ Top of flues to be a minimum
©-0 | of 2'-0" dbove any roof
\ ‘ surface within 10'-0".

Wood framed chimney with flues
as per gppliance manuvfacturer.
Provide spark screens.

Provide copper step flashing
around chimney as required.

NOTE:

Grading shown Is approximate.
See site development drawings
for all grading and site layout.

Vinyl lattice in wood frame panels
secured to deck, posts and to
stakes driven into ground.

Steps to grade as required. If more than two
risers are required then provide handrail on
both sides of platform and stairs at 3'-O" high.
Balusters at 4" max. spacing.

Roofing shingles as selected by

onner on |5# roofing felt on '%2"
APA rated plynood sheathing (typ).
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First Floor

All roof soffits to be

continvously ventilated.

All roof overhangs to have ice

and water shield to 2'-0"

beyond interior face if exterior

walls, along entire eave length.

NOTE:

Grading shown Is approximate.
See site development drawings
For all grading and site layout.

El>l<po.sed masonry to .have Floors of contilevers to
/2" thick cement parging have R-30 batt insulation.

Floors of cantilevers to /

have R-30 batt insuvlation.

REAR ELEVATION

SCALE: 4'"=1'-0"

Siding as selected by onwner on Tyvek
building wrap on '%2" APA rated sheathing
secured to wall studs. Provide all trims as
required for proper installation.

Maintain a minimum of &" between
bottom edge of siding and grade
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546 STATE ROUTE 10 WEST, LEDGEWOOD, NEW JERSEY 07852

FRONT & REAR ELEVATIONS
NEW RESIDENCE FOR

PAUL ¢ LINDA BOUSCAREN

S OUTLOOK AVENUE

TOWNSHIP OF MOUNT OLIVE

MORRIS COUNTY, NEW JERSEY
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